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Dimensional Drawing

Single Stage Pump
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SCP10x 8 x 22 HA
Dimensions - Inches (mm)
Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 S4 S5 SL P5 P6
4497/ .19 104.25 3856 23.38 2731 2050 18.06 23.38 20.69 21.50 15.56 44.00 14.44 4 91 9.75 4.00 7850 23.63 26.38 86.50 B
350hp  (5)  (2648) (979) (954) (694) (521) (459) (1356) (1288) (546) (395) (1118) (367) (23)  (248) (102) (1994) (600) (670) (2197)
449T / 19 104.25 38,56 23.38 2731 20.50 18.06 23.38 20.69 21.50 15.56 44.00 14.44 4 91 9.75 4.00 7850 23.63 26.38 86.50 _

400 hp (5)  (2648) (979) (954) (694) (521) (459) (1356) (1288) (546) (395) (1118) (367) (23)  (248) (102) (1994) (600) (670) (2197)

Flange Dimensions - Suction Side
Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D @d ok b n D2
8 13.50 10.63 11.75 113 8 .88
(343) (270) (298) (29) (22)
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