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Dimensional Drawing

Single Stage Pump
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Dimensions - Inches (mm)
Frame a L | (Ll 12 153 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 Sk S5 SL P5 P6
445T / .19 104.25 39.00 23.38 2731 21.00 18.00 53.38 50.69 21.50 14.94 43.38 14.94 4 91 9.75 400 70.25 23.63 26.38 78.25 _ _
300hp  (5)  (2648) (991) (594) (694) (533) (457) (1356) (1288) (546) (379) (1102) (379) (23)  (248) (102) (1784) (600) (670) (1988)
449T / .19 104.25 39.00 23.38 2731 21.00 18.00 53.38 50.69 21.50 14.94 43.38 14.94 4 91 9.75 4.00 7850 23.63 26.38 86.50 _ B
350hp  (5)  (2648) (991) (594) (694) (533) (457) (1356) (1288) (546) (379) (1102) (379) (23)  (248) (102) (1994) (600) (670) (2197)
449T / .19 104.25 39.00 23.38 2731 21.00 18.00 53.38 50.69 21.50 14.94 43.38 14.94 4 91 9.75 4.00 78.50 23.63 26.38 86.50 B _

400hp  (5)  (2648) (991) (594) (694) (533) (457) (1356) (1288) (546) (379) (1102) (379) (23)  (248) (102) (1994) (600) (670) (2197)

Flange Dimensions - Suction Side

Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side
-

Dimensions - Inches (mm)

DN D 125# @D @d Pk b n D2
10 16.00 12.75 14.25 1.81 12 1.00
(406) (324) (362) (30.16) (25)
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