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Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
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Dimensional Drawing

Single Stage Pump
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SCP16x12x15% HA
Dimensions - Inches (mm)
Frame  a L 1 L1 L2 L3 L4 LM LP H1 H2  HO Ht n @d 51 s2 s3 st 33 sL P5  P6
449T/ 19 10175 3544 2188 2625 2163 1375 5338 4819 2400 1538 4531 1619 91 919 400 6869 2156 23.88 76.69 B
300hp  (5)  (2584) (900) (556) (667) (549) (349) (1356) (1224) (610) (391) (1151) (411) (23)  (233) (102) (1745) (548) (607) (1948)
449T/ .19 10175 35.44 2188 2625 2163 1375 5338 4819 2400 1538 4531 1619 91 1075 400 76.94 21.56 23.88 84.94 B
350hp  (5)  (2584) (900) (556) (667) (549) (349) (1356) (1224) (610) (391) (1151) (411) (23)  (273) (102) (1954) (548) (607) (2157)
449T/ .19 10175 3544 2188 2625 2163 1375 5338 4819 2400 1538 4531 1619 91 1075 400 76.94 2156 23.88 8L.94 B
400hp  (5)  (2584) (900) (556) (667) (549) (349) (1356) (1224) (610) (391) (1151) (411) (23)  (273) (102) (1954) (548) (607) (2157)
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L,I e
DN S #125 @D @d ok b n D2 “
16 23.50 18.50 21.25 1.38 16 113 %
(597) (570) (540) (37) (29)
ol ©
ASYIRSY T
Flange Dimensions - Discharge Side
Dimensions - Inches (mm) .‘__
DN D 125# @D od ok b n D2
12 19 15.00 17.00 1.25 12 1.00
(483) (381) (432) (32) (25)
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