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Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
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Dimensional Drawing

Single Stage Pump
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Dimensions - Inches (mm)
Frame  a L 1 L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d s1 s2 s3 Sk S5 sL P5  P6
449T/ 19 10425 4200 2338 2731 23.00 19.00 5338 50.69 23.25 1594 4613 1669 91 1075 400 79.50 23.63 2638 87.50 -
350hp  (5)  (2678) (1067) (594) (694) (584) (483) (1356) (1284) (591) (405) (1172) (s24) (23)  (273) (102) (2019) (600) (670) (2223)
449T/ 19 10425 4200 2338 27.31 23.00 19.00 5338 50.69 23.25 1594 4613 1669 .91 1075 400 7950 23.63 26.38 87.50 B
400hp  (5)  (2678) (1067) (594) (694) (584) (483) (1356) (1284) (591) (405) (1172) (424) (23)  (273) (102) (2019) (600) (670) (2223)
Flange Dimensions - Suction Side
Dimensions - Inches (mm) b
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Flange Dimensions - Discharge Side
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Dimensions - Inches (mm) T
DN D 125# @D @d ok b n D2
12 19 15.00 17.00 1.25 12 1.00
(483) (381) (432) (32) (25)
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