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SCP14x12x 26 DV
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Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
SCP 14x12 x 26 DV 60 Hz 3
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Dimensional Drawing

Single Stage Pump
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SCP 14 x 12 x 26 DV
Dimensions - Inches (mm)
Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d Ss1 S2 S3 S4 S5 SL P5 P6
. 19 . 5000 2675 3269 2600 2400 , 5944 2854 1831 5381 18.00 ., 681 400 * * * ) B
(5) (1270) (680) (830) (660) (610) (1510) (725) (465) (1367) (457) (173)  (102)
* CONSULT FACTORY FOR MOTOR AND DIMENSIONS
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L,| |
DN'S #125 @D od ok b n D2 =
14 21.00 16.25 18.75 1.38 12 1.13 %
(533) (s13) (476) (35) (29)
ol o
ASHIRSY T
Flange Dimensions - Discharge Side
N
Dimensions - Inches (mm) T
DND 125# @D @d ok b n D2
12 19 15.00 17.00 1.25 12 1.00
(483) (381) (432) (32) (25)
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