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Dimensional Drawing
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Dimensions - Inches (mm)
Frame a L | (Ll 12 153 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 Sk S5 SL P5 P6
LusT .50 88.75 3763 19.88 24.13 2225 1538 44.25 44.00 21.50 1538 42.63 14.81 6 1.08 8.19 400 65.00 22.65 2415 73.00 _
(13)  (2254) (956) (505) (613) (565) (391) (1124) (1118) (546) (391) (1083) (376) (28)  (208) (102) (1646) (575) (613) (1849)
s .50 97.63 3763 19.88 24.13 22.25 15.38 53.38 44.00 21.50 15.38 42.63 14.81 6 1.08 8.19 4.00 73.75 23.88 26.19 8175 B
(13) (2480) (956) (505) (613) (565) (391) (1356) (1118) (546) (391) (1083) (376) (28) (208)  (102) (1873) (607) (665) (2076)
L49T .50 97.63 3763 19.88 24.13 22.25 15.38 53.38 44.00 21.50 15.38 42.63 14.81 6 1.08 8.19 4.00 73.75 23.88 26.19 8175 _
(13)  (2480) (956) (505) (613) (565) (391) (1356) (1118) (546) (391) (1083) (376) (28)  (208) (102) (1873) (607) (665) (2076)
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side
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