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SCP4x3x13HA
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Dimensional Drawing
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Dimensions - Inches (mm)
Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 S4 S5 SL P5 P6
2157 .50 48.88 19.88 13.63 1569 1081 9.06 19.00 29.38 1181 888 2531 8.56 4 .81 131 4,00 29.00 1050 11.90 37.00 B B
(13) (1242) (505) (346) (398) (275) (230) (483) (746) (300) (226) (643) (217) (21) (33) (102) (737) (267) (302) (940)
2547 .50 53.00 19.88 13.63 15.69 10.81 9.06 23.19 29.38 11.81 888 2531 8.6 6 .81 131 4.00 34.00 12.25 13.65 42.00 _ _
(13)  (1346) (505) (346) (398) (275) (230) (589) (746) (300) (226) (643) (217) (21) (33) (102) (864) (311) (347) (1067)
256T .50 53.00 19.88 13.63 15.69 10.81 9.06 23.19 29.38 11.81 888 2531 8.56 6 .81 131 4.00 34.00 12.25 13.65 42.00 _ _
(13) (1346) (505) (346) (398) (275) (230) (589) (746) (300) (226) (643) (217) (21) (33) (102) (864) (311) (347) (1067)
284T .50 55.81 19.88 13.63 15.69 10.81 9.06 2594 29.38 11.81 888 2531 856 6 .81 131 4.00 39.00 13.25 14.65 47.00 N B
(13) (1418) (505) (346) (398) (275) (230) (689) (746) (300) (226) (643) (217) (21) (33) (102) (991) (337) (372) (1194)
286T .50 55.81 19.88 13.63 15.69 10.81 9.06 2594 2938 1181 8.88 2531 8.56 6 .81 131 4.00 39.00 13.25 14.65 47.00 _ _
(13) (1418) (505) (346) (398) (275 (230) (689) (746) (300) (226) (643) (217) (21 (33)  (102) (991) (337) (372) (1194)
3247 .50 60.25 19.88 13.63 15.69 10.81 9.06 30.38 29.38 11.81 888 2531 856 6 .81 131 4.00 41.00 15.25 16.65 49.00 _ _
(13)  (1530) (505) (346) (398) (275) (230) (771) (746) (300) (226) (643) (217) (21) (33) (102) (1041) (387) (423) (1245)
326T .50 60.25 19.88 13.63 15.69 1081 9.06 30.38 29.38 11.81 8.88 2531 8.56 6 .81 131 4,00 41.00 1525 16.65 49.00 _ _
(13)  (1530) (505) (346) (398) (275) (230) (771) (746) (300) (226) (643) (217) (21)  (33)  (102) (1041) (387) (423) (1245)
Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’| -
DN'S #125 @D od ok b n D2 H“©
4 9.00 6.19 7.50 .94 8 .75 Z
(229) (157) (191) (24) (19)
[=] -1
ASHIRSY T
Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DND 125# @D od ok b n D2 i)
3 7.50 5.50 6.00 .94 4 .75
(191) (140) (152) (24) (19)
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