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Wilo SCP - Horizontal Split Case Pumps

SCP3x2x7HA
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Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
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Wilo-SCP 3 x2x 7 HA
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60 Hz - North America RIS
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10 [ ] impeller BS 84 C83 600
L2
D Impeller (optional) A48 Class 35/
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Wilo SCP - Horizontal Split Case Pumps

Dimensional Drawing
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Dimensions - Inches (mm)
Frame  a L 1 L1 L2 L3 L4 LM LP H1 H2  HO  Ht n @d s1 s2 s3 st S5 sL P5 P6
1457 50 4019 1456 1188 1450 788 1169 1331 2638 788 531 17.88 7.94 4 91 .94 400 23.88 869 1025 31.88 B
(13) (1021) (370) (302) (368) (2000 (170) (338) (670) (200) (135) (454) (202) (23)  (24) (102) (606) (221) (260) (810)
187 50 4338 1456 1188 1450 788 1169 1650 2638 788 531 17.88 7.94 4 91 .94 400 2544 944 11.00 33.44

(13) (1102) (370) (302) (368) (2000 (170) (419) (670) (200) (135) (454) (202) (23)  (24) (102) (646) (240) (279) (849) -
1gs7 S0 4344 1456 1188 1450 788 1169 1656 2638 788 531 17.88  7.94 4 91 .94 400 2544 944 1100 33.44 B

(13) (1104) (370) (302) (368) (200) (170) (421) (670) (200) (135) (454) (202) (23)  (24) (102) (646) (240) (279) (849)
Flange Dimensions - Suction Side

Dimensions - Inches (mm)

DN S #125 @D @d ok b n D2

3 7.50 5.50 6.00 94 “ .75

(191) (140) (152) (24) (19)

Flange Dimensions - Discharge Side

Dimensions - Inches (mm)

DN D 125# @D @d Pk b n D2
2 6.00 3.63 4.75 .75 4 .75
(152) (92) (121) (19) (19)
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