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Dimensional Drawing
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Dimensions - Inches (mm)

Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 S4 S5 SL P5 P6
3647 .50 92.75 30.31 21.88 26.19 1731 13.00 44.25 48.00 1850 1250 36.81 14.50 4 .91 8.38 400 6706 2156 2388 7506 275 8.25
(13)  (2356) (770) (556) (665) (440) (330) (1124) (1219) (470) (318) (935) (368) (23)  (213) (102) (1703) (548) (607) (1907) (70) (210)
LOLT .50 92.75 30.31 21.88 26.19 1731 13.00 44.25 48.00 1850 12.50 36.81 14.50 4 .91 8.38 400 6706 2156 2388 7506 275 8.25
(13)  (2356) (770) (556) (665) (440) (330) (1124) (1219) (470) (318) (935) (368) (23)  (213) (102) (1703) (548) (607) (1907) (70) (210)
405T .19 96.00 30.31 21.88 26.19 1731 13.00 4775 48.00 1850 12.50 36.81 14.50 4 91 8.38  4.00 6775 21.56 23.88 7575 275 8.25
(5) (2438) (770) (556) (665) (440) (330) (1213) (1219) (470) (318) (935) (368) (23)  (213) (102) (1721) (548) (607) (1924) (70) (210)
LuuT .19 101.63 30.31 2188 26.19 1731 13.00 53.38 48.00 1850 1250 36.81 14.50 4 91 8.38 400 6775 2156 2388 7575 275 8.25
(5) (2581) (770) (556) (665) (440) (330) (1356) (1219) (470) (318) (935) (368) (23)  (213) (102) (1721) (548) (607) (1924) (70) (210)
445T .19 101.63 3031 21.88 26.19 1731 13.00 53.38 48.00 1850 12.50 36.81 14.50 " 91 8.38  4.00 76.00 21.06 23.38 8400 275 8.25

(5)  (2581) (770) (556) (665) (440) (330) (1356) (1219) (470) (318) (935) (368) (23)  (213) (102) (1930) (535) (594) (2134) (70) (210)

Flange Dimensions - Suction Side
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
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