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Dimensional Drawing

WILO
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Dimensions - Inches (mm)
Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 S4 S5 SL P5 P6
3267 .50 64.50 24.19 15.63 18.06 13.75 10.44 30.38 33.63 1494 10.06 30.63 11.94 6 1.00 3.88 4.00 4400 1515 16.65 52.00 B
(13) (1638) (614) (397) (459) (349) (265) (772) (854) (379) (256) (778) (303) (25) (99) (102) (1118) (385) (423) (1321)
3647 .50 6713 2419 15.63 18.06 13.75 10.44 33.00 33.63 14.94 10.06 30.63 11.94 6 1.00 3.88 4.00 48.00 17.22 18.72 56.00 _ _
(13) (1705) (614) (397) (459) (349) (265) (838) (854) (379) (256) (778) (303) (25) (99) (102) (1219) (437) (475) (1422)
3657 .50 6713 2419 15.63 18.06 13.75 10.44 33.00 33.63 1494 10.06 30.63 11.94 6 1.00 3.88 400 48.00 1722 18.72 56.00 _ _
(13)  (1705) (614) (397) (459) (349) (265) (838) (854) (379) (256) (778) (303) (25)  (99) (102) (1219) (437) (475) (1422)
4O4T .50 71.38 2419 15.63 18.06 13.75 10.44 3725 33.63 14.94 10.06 30.63 11.94 6 1.00 3.88 4.00 52.00 19.39 20.89 60.00 _ _
(13) (1813) (614) (397) (459) (349) (265) (946) (854) (379) (256) (778) (303) (25) (99) (102) (1321) (493) (531) (1524)
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D @d ok b n D2 =3
6 11.00 8.50 9.50 1.00 8 .88
(279) (216) (241) (25) (22)
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