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Dimensional Drawing

Single Stage Pump
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Dimensions - Inches (mm)

Frame a L 1 L1 L2 L3 L4 LM LP H1 H2 HO Ht n od s1 s2 s3 S4 S5 SL P5 P6
T .50 6575 2850 16.19 1869 16.00 12.50 30.38 3481 13.50 10.63 29.94 10.38 6 1.00 625 400 48.00 1722 1872 56.00 ~
(13) (1651) (724) (411) (475) (s06) (318) (772) (884) (343) (270) (761) (264) (25)  (159) (102) (1219) (437) (475) (1422)

ST .50 68.38 2850 16.19 18.69 16.00 12.50 33.00 3481 13.50 10.63 29.94 10.38 6 100 625 400 48.00 1722 1872 56.00 B B
(13) (1737) (724) (411) (475) (s06) (318) (838) (884) (3u43) (270) (761) (264) (25)  (159) (102) (1219) (437) (475) (1422)

ST .50 6838 2850 1619 1869 16.00 1250 33.00 3481 1350 10.63 29.94 10.38 6 1.00 625 400 48.00 1722 1872 56.00 ~ ~
(13) (1737) (724) (s11) (s475) (s06) (318) (838) (884) (343) (270) (761) (264) (25)  (159) (102) (1219) (437) (475) (1422)

HT .50 7256 2850 16.19 1869 16.00 1250 37.25 34.81 13.50 10.63 29.94 10.38 p 1.00 625 400 52.00 1939 20.89 60.00 ~ ~
(13) (1843) (724) (411) (475) (406) (318) (946) (884) (343) (270) (761) (264) (25)  (159) (102) (1321) (493) (531) (1524)
5T .50 7256 2850 16.19 18.69 16.00 1250 37.25 3481 13.50 10.63 29.94 10.38 6 1.00 625 400 5200 1939 20.89 60.00 ~ ~
(13) (1843) (724) (411) (475) (406) (318) (946) (884) (343) (270) (761) (264) (25)  (159) (102) (1321) (493) (531) (1524)
ngrgs .50 79.56 2850 16.19 1869 16.00 12,50 4425 3481 13.50 10.63 29.94 10.38 6 1.00 625 400 5700 2240 23.89 65.00 ~ ~

(13) (2021) (724) (411) (475) (406) (318) (1124) (884) (343) (270) (761) (264) (25)  (159) (102) (1448) (569) (607) (1651)

Flange Dimensions - Suction Side

b
Dimensions - Inches (mm) _>| ~
DN'S #125 @D od ok b n D2 : A-
8 13.50 10.63 11.75 113 8 .88
(343) (270) (298) (29) (22)
ol o
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D od ok b n D2
8 13.50 10.63 11.75 113 8 .88
(343) (270) (298) (29) (22)
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