Submittal Data Sheet

Wilo NL - Base Mounted End Suction Pumps

NL2x1% x 10

WILO

Project:
Engineer:
Contractor:
Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
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Submittal Data Sheet WILO

Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights

Wilo NL
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NL2x1% x 10

Dimensions - Inches (mm)

Frame a A L L1 L2 L3 L4 L5 X HD H2 H3 HY Hb B2 B3 Bu4 n s1 sk
sy 39 306 3619 3338 594 2150 3425 1556 5 681 888 944 1831 238 1838  17.69 1444 4 6.75 88
(1000  (78)  (868)  (848)  (151)  (546)  (870)  (395)  (13)  (173) (226) (240) (465)  (60)  (467)  (449)  (367) (171 (22
lgr 3% 306 3513 3338 594 2150 3425 1650 5 844 888 944 1831 238 1838  17.60  l44h 4 6.75 88
(1000  (78)  (893)  (s48)  (151)  (s46)  (870)  (419)  (13)  (214) (226) (240) (465)  (60)  (467)  (449)  (367) (171  (22)
1gyr 394 306 3669 3338 594 2150 3425 1806 5 1125 888 944 1831 238 1838 1769  1l44b 4 6.75 88

(100) (78) (932) (848) (151) (546) (870) (459) (13) (286) (226) (240) (465) (60) (467) (449) (367) (171) (22)

Flange Dimensions - Suction Side

Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side N

Dimensions - Inches (mm)

DN D 125# @D od ok b n D2
1% 4.63 2.50 3.50 .63 4 .63
(118) (64) (89) (16) (16)
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