Submittal Data Sheet

Wilo NL - Base Mounted End Suction Pumps

WILO

NL2%x2x5
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Contractor:
Submitted By: Date:
Approved By: Date:
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Submittal Data Sheet WILO

Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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NL 2%2x 2 x 5

Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
56 3.94 2.63 34.06 32.88 5.94 21.00 3419 1550 .5 6.81 6.31 7.56 13.88 2.38 14.88  13.19  10.94 4 7.25 .88
(100) (67) (865) (835) (151) (533) (868) (394) (13) (173) (160) (192) (353) (60) (378) (335) (278) (184) (22)

1437 3.94 2.63 3419  32.88 5.94 21.00 3419  15.56 .5 6.81 6.31 7.56 13.88 2.38 14.88  13.19  10.94 4 7.25 .88
(100) (67) (868) (835) (151) (533) (868) (395) (13) (173) (160) (192) (353) (60) (378) (335) (278) (184) (22)

1457 3.94 2.63 3419  32.88 5.94 21.00 3419  15.56 5 6.81 6.31 7.56 13.88 2.38 1488 1319  10.94 4 7.25 .88
(100) (67) (868) (835) (151) (533) (868) (395) (13) (173) (160) (192) (353) (60) (378) (335) (278) (184) (22)

Flange Dimensions - Suction Side

Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side Ny

Dimensions - Inches (mm)

DN D 125# @D od ok b n D2
2 6.00 3.63 4.75 .75 4 .75
(152) (92) (121) (19) (19)
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