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Wilo NL - Base Mounted End Suction Pumps

WILO

Project:
Engineer:
Contractor:
Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
NL8x6x16 60Hz 3 1750
0 SP 10‘0 15‘0 20‘0 25‘0 30‘0 350 40‘0 45‘0 50,0 55.0 60‘0 65‘0 Q/rn’/h Technical Data
Hfft Wilo-CronoNorm-NL 8 x 6 x 16 Hfm
1750 RPM Approved Fluids
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Submittal Data Sheet

Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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Dimensions - Inches (mm)

1.38[35]

H2

H3

Ha

Frame a A L L1 L2 L3 L4 L5 X HD H2 H3 Hu Hb B2 B3 Bu4 s1 st
jes 631 456 6138 6494 1181 4131 6669 3375 5 2175 1775 1669 3438 425 2438  23.00 21.25 1356 .63
(160)  (116) (1559) (1650) (300) (1049) (1694) (857)  (13)  (552)  (451)  (424)  (873)  (108)  (619)  (584)  (540) (345)  (16)
36575 631 456 5625 6494 1181 4131 6669  28.56 5 16.56 1775 16.69 3438 425 2438  23.00 21.25 13.56 .63
(160)  (116) (1429) (1650) (300) (1049) (1694) (725  (13)  (421)  (451) (424) (873)  (108) (619)  (584)  (540) (345)  (16)
sour 631 456 6213 6494 1181 4131 6669 3450 5 1844 1775 1669 3438 425 2438 2300 21.25 13.56 .63
(160)  (116) (1578) (1650) (300) (1049) (1694) (876)  (13)  (468)  (451)  (424)  (873)  (108) (619)  (584)  (540) (345)  (16)
sosTs 631 456 6225 6494 1181 4131 66.69  34.63 5 1844 1775 1669 3438 425 2438  23.00 21.25 1356 .63
(160)  (116) (1581) (1650) (300) (1049) (1694) (879)  (13)  (468)  (451)  (424)  (873)  (108) (619)  (584)  (540) (345)  (16)
spars 631 456 6819 6494 1181 4131 6669  40.50 5 2294 1775 1669 3438 425 2438  23.00 21.25 1356 .63
(160) (116) (1732) (1650) (300) (1049) (1694) (1029)  (13) (583)  (451) (424)  (873) (108)  (619) (584)  (540) (345) (16)
systs 631 456 6819 6494 1181 4131 6669  40.50 5 2294 1775 1669 3438 425 2438 2300 21.25 1356 .63
(160)  (116) (1732) (1650) (300) (1049) (1694) (1029)  (13)  (583)  (451)  (424)  (873)  (108)  (619)  (584)  (540) (345)  (16)
gyt 631 456 6731 6494 1181 4131 6669  39.63 5 2575 1775 1669 3438 425 2438  23.00 21.25 1356 .63
(160)  (116) (1710) (1650) (300) (1049) (1694) (1007)  (13) (654)  (451)  (424)  (873)  (108)  (619)  (584)  (540) (345) (16)
Flange Dimensions - Suction Side
Dimensions - Inches (mm) b
_>| |
DN S #125 @D @d ok b n D2 “?
8 13.50 10.63 11.75 1.13 8 .88 (4
(343) (270) (299) (29) (22)
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Flange Dimensions - Discharge Side
AN
Dimensions - Inches (mm) =y
DN D 125# @D @d ok b n D2
6 11.00 8.50 9.50 1.00 8 .88
(279) (516) (241) (25) (22)
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