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Wilo NL - Base Mounted End Suction Pumps

WILO

NL6x5x10
Project:
Engineer:
Contractor:
Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
NL6x5x10 60Hz 3 1750
0 40 80 120 160 200 240 280 320 360 400  /mh Technical Data
Hfft Wilo-CronoNorm-NL 6 x 5 x 10 Hfm
1750 RPM 40 Approved Fluids
60 Hz - North America
Heating Water
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Submittal Data Sheet WILO

Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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NL6x5x10

Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
2547 5.50 3.75 47.50 51.44 9.81 3175 5319 2313 .5 12.00 1400 13.81 27.81 4.00 18.94 17.50 15.75 4 11.56 .63
(140) (95) (1207) (1307)  (249) (806)  (1351)  (588) (13) (305) (356) (351) (706) (102) (481) (445) (400) (294) (16)
256T 5.50 3.75 47.50 51.44 9.81 3175 5319 2313 .5 12.00 1400 13.81 27.81 4.00 18.94  17.50 15.75 4 11.56 .63
(140) (95) (1207) (1307)  (249) (806)  (1351)  (588) (13) (305) (356) (351) (706) (102) (481) (445) (400) (294) (16)
284T 5.50 3.75 50.94  51.44 9.81 3175 5319  26.44 .5 13.63 1400 13.81 27.81 4.00 18.94 1750 15.75 4 11.56 .63
(140) (95) (1394)  (1307)  (249) (806) (1351) (672) (13) (346) (356) (351) (706) (102) (481) (445) (400) (294) (16)
286T 5.50 3.75 50.94  51.44 9.81 3175 5319  26.44 5 13.63 1400 13.81 27.81 4.00 18.94  17.50 15.75 4 11.56 .63
(140) (95) (1394) (1307)  (249) (806) (1351) (672) (13) (346) (356) (351) (706) (102) (481) (445) (400) (294) (16)

5.50 3.75 53.94 5144 9.81 31.75 53.19  29.44 15.63 1400 13.81 27.81 4.00 18.94 1750  15.75 11.56 63

.5
B (140) (95) (1370) (1307)  (249) (806)  (1351)  (748) (13) (397) (356) (351) (706) (102) (481) (445) (400)

Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L>| le—
DN S #125 @D @d Bk b n D2
6 11.00 8.50 9.50 1.00 8 .88 %
(279) (516) (241) (25) (22)
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D od ok b n D2
5 10.00 7.31 8.50 .94 8 .88
(254) (186) (216) (24) (22)
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