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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
286TS 4.94 3.75 49.00  45.25 7.88 29.50  46.44  25.00 5 1363 11.00 11.88 2288 4.25 16.19 1475  13.00 4 9.00 .63
(125) (95) (1244)  (1149)  (200) (749)  (1180)  (636) (13) (346) (279) (302) (581) (108) (411) (375) (330) (229) (16)
324TS 4.94 3.75 51.13 51.44 7.88 3175 52,63  26.69 .5 19.50 11.00 1225  23.25 4.25 18.94  17.50 15.75 4 11.00 .63
(125) (95) (1298) (1307) (200) (806) (1337) (678) (13) (495) (279) (311) (591) (108) (481) (445) (400) (279) (16)
326TS 4.94 3.75 51.13 5144 7.88 3175 5263  26.69 .5 19.50  11.00 12.25  23.25 4.25 18.94  17.50 15.75 4 11.00 .63
(125) (95) (1298) (1307)  (200) (806) (1337) (678) (13) (495) (279) (311) (591) (108) (481) (445) (400) (279) (16)
36475 4.94 3.75 52,50 51.44 7.88 31.75 52.63  30.75 5 20.75 11.00 1325 2431 4.25 18.94 17.50  15.75 4 11.00 .63
(125) (95) (1333) (1307)  (200) (806) (1337)  (780) (13) (525) (279) (337) (617) (108) (481) (445) (400) (279) (16)
365TS 4.94 3.75 52.50 5144 7.88 31.75 52.63  30.75 .5 20.75 11.00 13.25 2431 4.25 18.94 17.50 15.75 " 11.00 .63
(125) (95)  (1333) (1307) (200)  (806) (1337) (780) (13) (525)  (279) (337) (617)  (108)  (481)  (445)  (400) (279) (16)
405TS 4.94 4.56 58.13  55.93 7.88 36.25  56.25  34.25 5 2175 11.00 1425 2525 4.25 22.06  20.63 17.56 4 10.19 .63
(125) (116)  (1477) (1420) (200) (921)  (1429) (869) (13) (552) (279) (362) (642) (108) (561) (524) (446) (259) (16)

Flange Dimensions - Suction Side
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Flange Dimensions - Discharge Side N

Dimensions - Inches (mm)

DN D 125# @D od ok b n D2
4 9.00 6.19 7.50 .94 8 .75
(229) (157) (191) (24) (19)
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