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Wilo SCP - Horizontal Split Case Pumps

Dimensional Drawing
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SCP 10 x 10 x 972 HA
Dimensions - Inches (mm)
Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 S4 S5 SL P5 P6
3267 .50 65.13 2481 1563 18.63 1456 10.25 30.38 3425 16.13 1044 3219 13.00 4 91 6.25 4.00 46.75 1431 16.63 5475 B
(13) (1654) (630) (397) (473) (370) (260) (772) (870) (410) (265) (818) (330) (23) (159) (102) (1187) (363) (422) (1391)
3647 .50 67.74 24.81 15.63 18.63 1456 10.25 33.00 34.25 16.13 10.44 32.19 13.00 4 91 6.25 4.00 48.25 1581 18.13 56.25 _
(13) (1721) (630) (397) (473) (370) (260) (838) (870) (410) (265) (818) (330) (23) (159) (102) (1226) (402) (461) (1429)
365T .50 67.74 2481 1563 1863 1456 10.25 33.00 34.25 16.13 10.44 32.19 13.00 4 91 6.25 400 48.25 15.81 18.13 56.25 B
(13) (1721) (630) (397) (473) (370) (260) (838) (870) (410) (265) (818) (330) (23)  (159) (102) (1226) (402) (461) (1429)
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
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DN'S #125 @D od ok b n D2 “@
10 16.00 12.75 14.25 119 12 1.00 %
(106) (324) (362) (30) (25)
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D @d ok b n D2
10 16.00 12.75 14.25 119 12 1.00
(106) (324) (362) (30) (25)
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