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Dimensional Drawing

Single Stage Pump
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SCP12x10x15HA
Dimensions - Inches (mm)
Frame a L | L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d S1 S2 S3 S4 S5 SL P5 P6
445T / .19 92.31 35.31 19.88 24.50 20.38 14.94 4775 4438 21.25 13.38 40.44 14.44 4 91 8.19 4.00 6581 2156 23.88 73.94 B
250hp  (5)  (2345) (897) (505) (622) (518) (380) (1213) (1127) (540) (340) (1027) (367) (23)  (208) (102) (1672) (548) (607) (1878)
445T / .19 98.00 35.31 19.88 24.50 20.38 14.94 53.38 44.38 21.25 13.38 40.44 14.44 4 91 8.19 4.00 65.81 21.56 23.88 73.94 _ _
300 hp (5) (2489) (897) (505) (622) (518) (380) (1356) (1127) (540) (340) (1027) (367) (23) (208)  (102) (1672) (548) (607) (1878)
4497/ .19 98.00 35.31 19.88 24.50 20.38 14.94 53.38 44.38 21.25 13.38 40.44 14.44 4 91 8.19 4.00 7419 21.06 23.38 82.19 _ _
350 hp (5) (2489) (897) (505) (622) (518) (380) (1356) (1127) (540) (340) (1027) (367) (23) (208)  (102) (1884) (535) (593) (2088)
4497/ .19 98.00 35.31 19.88 24.50 20.38 14.94 53.38 44.38 21.25 13.38 40.44 14.44 4 .91 8.19 4.00 7419 21.06 23.38 8219 B B

400 hp (5)  (2489) (897) (505) (622) (518) (380) (1356) (1127) (540) (340) (1027) (367) (23)  (208) (102) (1884) (535) (593) (2088)

Flange Dimensions - Suction Side

Dimensions - Inches (mm)
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) .‘__
DN D 125# @D od ok b n D2
10 16.00 12.75 14.25 1.81 12 1.00
(406) (324) (362) (30.16) (25)
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