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SCP 20x 16 x 212 HA
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Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
SCP 20 x 16 x 21%2 HA 60 Hz 3
0 1000 2000 3000 4000 Q/m3/h .
ke : : : - . Hjm Technical Data
Wilo-SCP 20 x 16 x 21%2 HA 70
1150 RPM o
60 Hz - North America approvedEiuids
Heating Water
200 g7 60 ’
M&\ 70% Cooling and cold water
80% 84% . o .
86%, % Water-Glycol mixtures (for 20-40% glycol and fluid temp =
$197 N ° Eff. 87.6% o 104°F [40°C])
.
160 87.2%
183 " n Fluid Temperature
I 86.3% Mechanical Seal 18°F to 250°F (-8°Ct0 120°C)
L 4o
120 NG \ Stuffing Box Packing 18°F to 220°F (-8°C to 105°C)
N—r"‘i N \
300 hp
65% 30
\ Materials of Construction
80 809
\ \ \ D Pump Housing A48 Class 35
800 hp |20
700 hp ) o
\ 600 hp D Pump Housing Ni-resist BS 3468 Gr2/
|~ 500hp (Optional) BS 2789 500.1
40 400 hp
350 hp r10 [] impeller BS 84 C83 600
D Impeller (optional) A48 Class 35/
0 0 BS 84 C83 600
0 4000 8000 12000 16000
. . . . . . Q/U's gpm D Stationary Wear BS 84 C93 700
0 200 400 600 800 1000 /s Rings
0 1000 2000 3000 4000 Q/mh [] Pump Shaft A276 type 410
NPSH/ft NPSH/m
40 p217 1 [] Pumpshaft BS 970 316 516
(optional)
30
L8 D Mechanical Seal Carbon/silicon carbide/ EPDM (E1)
20
- Other Mechanical Avail. on request
4
10 O Seals
0 0 I N
0 4000 8000 12000 16000 Q/Us gpm ] /ég‘:';;%"ga' Spacer Avail. on request
0 1000 2000 3000 4000 Q/mi/h
1 1 1 ) .
P, /hp P, kw D Other:
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800 — 0217
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200 ‘ |
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Dimensional Drawing

Single Stage Pump
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SCP 20 x 16 x 212 HA
Dimensions - Inches (mm)
Frame  a L 1 L1 L2 L3 L4 LM LP H1 H2 HO Ht n @d s1 s2 s3 Sk S5 sL P5  P6
. 19 . 51.94 2744 3269 29.94 2206 ,  60.06 3075 1950 57.44 19.44 ., 1669 4.00 . . . B B
(5) (1319) (697) (830) (748) (560) (1526) (781) (495) (1459) (494) (424)  (102)
* CONSULT FACTORY FOR MOTOR AND DIMENSIONS
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L,I e
DN S #125 @D @d ok b n D2 “
2 27.50 23.00 25.00 1.69 2 1.25 %
(699) (584) (635) (43) (32)
ol ©
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Flange Dimensions - Discharge Side

Z|

Dimensions - Inches (mm)

DN D 125# @D @d Pk b n D2
16 23.50 18.50 21.25 1.44 16 113
(597) (470) (540) (37) (29)
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