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Wilo SCP - Horizontal Split Case Pumps

SCP 18 x14x 19 HA
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Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
SCP 18 x 14 x 19 HA 60 Hz 3
3
H/ftO 50‘0 10(.10 15(.)0 .20(.JO 25(.)0 Q/m3/h i Technical Data
Wilo-SCP 18 x 14 x 19 HA
1750 RPM q
60 Hz - North America G LS
400 120
Heating Water
350 |#18.5 ~ Cooling and cold water
 E— 62% 679
?17.9 ﬁ& 72% 769 I 100 Water-Glycol mixtures (for 20-40% glycol and fluid temp =
— hﬁs‘ﬂ AN 104°F [40°C])
300[@¢17.1 / ~ 869%
$16.7 Ef. 86.9% Fluid Temperature
250 — W 80 Mechanical Seal 18°F to0 250°F (-8°C to 120°C)
500 hp 86.4%
— \0 NN Stuffing Box Packing 18°F to 220°F (-8°C to 105°C)
200 86.4% - l 60
700 hy .
Materials of Construction
150 600 hp,
40 D Pump Housing A48 Class 35
100 D Pump Housing Ni-resist BS 3468 Gr2/
(Optional) BS 2789 500.1
20
50 [ ] impeller BS 84 C83 600
D Impeller (optional) A48 Class 35/
0 BS 84 C83 600
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40 1 12 D Pump Shaft BS 970316 516
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30 //
2 [y -8 D Mechanical Seal Carbon/silicon carbide/ EPDM (E1)
Lo Other Mechanical Avail. on request
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Dimensional Drawing

Single Stage Pump
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SCP 18 x 14 x 19 HA
Dimensions - Inches (mm)
Frame  a L 1 L1 L2 L3 L4 LM LP H1 H2  HO Ht n @d s1 s2 s3 Sk S5 sL P5  P6
. 19 . 4544 2338 2725 2463 2088 ,  50.63 26.00 1675 49.63 1875 ., 1238 4.00 . . . B B
(5) (1154) (594) (692) (625) (530) (1286) (660) (425) (1261) (476) (314)  (102)
* CONSULT FACTORY FOR MOTOR AND DIMENSIONS
Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L,I e
DN S #125 @D @d ok b n D2 “
18 25.00 21.00 23.75 1.56 16 1.25 %
(635) (533) (578) (40) (32)
ol ©
ASYIRSY T

Flange Dimensions - Discharge Side
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Dimensions - Inches (mm)

DN D 125# @D @d ok b n D2
14 21.00 16.25 18.75 1.38 12 1.13
(533) (513) (476) (35) (29)
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