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Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
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Dimensional Drawing

Single Stage Pump
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SCP 6 x5 x18%2 HA
Dimensions - Inches (mm)

Frame a L 1 L1 L2 L3 L4 LM LP H1 H2 HO Ht n od s1 s2 s3 S4 S5 SL P5 P6
S .50 7881 3231 19.00 22.06 16.56 1575 3725 41.06 1631 12.63 3475 10.56 4 91 581 400 5525 1894 2131 63.25 ~
(13) (2002) (821) (483) (560) (421) (400) (946) (1043) (414) (320) (883) (268) (23) (148) (102) (1403) (481) (541) (1607)

@D .50 85.81 3231 19.00 22.06 16.56 1575 44.25 41.06 1631 12.63 3475 10.56 4 91 581 400 5525 1894 2131 63.25 B B
(13) (2180) (821) (483) (560) (421) (400) (1124) (1043) (414) (320) (883) (268) (23)  (148) (102) (1403) (481) (541) (1607)

g .50 85.81 3231 19.00 22.06 16.56 1575 4425 41.06 1631 12.63 3475 10.56 4 91 581 400 6038 2156 23.88 6838 ~ ~
(13) (2180) (821) (483) (560) (421) (400) (1124) (1043) (414) (320) (883) (268) (23)  (148) (102) (1534) (548) (607) (1737)
445T/ .50  85.81 3231 19.00 22.06 16.56 1575 44.25 41.06 1631 12.63 3475 10.56 4 91 581 400 6038 2156 23.88 6838 ~ ~

200hp  (13) (2180) (821) (483) (560) (421) (400) (1124) (1043) (414) (320) (883) (268) (23)  (148) (102) (1534) (548) (607) (1737)
4457/ .19 89.00 3231 19.00 22.06 16.56 1575 4775 41.06 1631 12.63 3475 10.56 4 91 581 400 6006 2156 23.88 68.06 ~ ~
250hp  (5) (2261) (821) (483) (560) (421) (400) (1213) (1043) (414) (320) (883) (268) (23)  (148) (102) (1526) (548) (607) (1728)
445T/ .19 9469 3231 19.00 22.06 16.56 1575 53.38 41.06 1631 12.63 3475 10.56 4 91 581 400 60.06 21.56 23.88 68.06 B B

300hp  (5)  (2405) (821) (483) (560) (421) (400) (1356) (1043) (414) (320) (883) (268) (23)  (148) (102) (1526) (548) (607) (1728)

Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L,I |
DN'S #125 @D od ok b n D2 yz
6 11.00 8.50 9.50 1.00 8 .88 %
(279) (216) (241) (25) (22)
ol o
g 1k
Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D ¢d ok b n D2 =
5 10.00 7.31 8.50 .94 8 .88
(254) (186) (216) (24) (22)
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