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Wilo SCP - Horizontal Split Case Pumps

SCP6Xx5x12% HA
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Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(UsGPMm) (Feet) TEFC/ODP
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Dimensional Drawing

Single Stage Pump
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Dimensions - Inches (mm)

Frame a L 1 L1 L2 L3 L4 LM LP H1 H2 HO Ht n od s1 s2 s3 S4 S5 SL P5 P6
Jg67 50 6006 2506 1563 18.06 1375 1125 25.94 33.63 12.63 9.4k 2769 9.88 6 1.00 425 400 4400 1515 16.65 52.00 ~
(13) (1526) (637) (397) (459) (349) (286) (659) (854) (321) (240) (703) (251) (25) (108) (102) (1118) (385) (372) (1321)

347 50 6450 2506 1563 18.06 1375 1125 30.38 33.63 12.63 9.44 2769 9.8 6 1.00 425 400 4400 1515 16.65 52.00 B B
(13) (1638) (637) (397) (459) (349) (286) (772) (854) (321) (260) (703) (251) (25)  (108) (102) (1118) (385) (372) (1321)

3067 S0 6450 2506 1563 1806 1375 1125 3038 33.63 1263 944 2769 9.88 6 100 425 400 4400 1515 16.65 5200 B
(13) (1638) (637) (397) (459) (349) (286) (772) (854) (321) (240) (703) (251) (25)  (108) (102) (1118) (385) (372) (1321)
jeu7 50 6713 2506 1563 1806 1375 1125 33.00 33.63 1263 9.44 2769 9.88 p 100 425 400 4800 1722 1872 5600 ~
(13) (1705) (637) (397) (459) (349) (286) (838) (854) (321) (240) (703) (251) (25)  (108) (102) (1219) (437) (475) (1422)

3657 S0 6713 2506 1563 1806 1375 1125 33.00 33.63 1263 944 2769 9.88 6 1.00 425 400 48.00 1722 1872 56.00 B B
(13) (1705) (637) (397) (459) (349) (286) (838) (854) (321) (240) (703) (251) (25)  (108) (102) (1219) (437) (475) (1422)
sosT 59 7138 2506 1563 1806 1375 1125 3725 33.63 1263 944 2769 9.88 6 1.00 425 400 52.00 1939 20.89 60.00 B B
(13) (1813) (637) (397) (459) (349) (286) (9u46) (854) (321) (240) (703) (251) (25)  (108) (102) (1321) (493) (531) (1524)

Flange Dimensions - Suction Side
Dimensions - Inches (mm)
L,I |
DN'S #125 @D od ok b n D2 yz
6 11.00 8.50 9.50 1.00 8 .88 %
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Flange Dimensions - Discharge Side
Dimensions - Inches (mm) N
DN D 125# @D ¢d ok b n D2 =
5 10.00 7.31 8.50 .94 8 .88
(254) (186) (216) (24) (22)
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