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Wilo Top S - Commercial Wet Rotor Circulators

Top S - Three Phase
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Contractor:

Submitted By: Date:

Approved By: Date:

Tag # Model # Speed Flow Head HP Phase Voltage

Top S 1.5 x 40
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Technical Data
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20 ') -6 Max. Temp. Range 14°F 248°F
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/ /\ 4 Electrical Connections 3~208-230v, 460v, 575v
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10 N 3 Max. Working Pressure 145 PSI (10 Bar)
/ // ; Min. Inlet Pressure 140 °F (60 °C) 1.8 PSI(0.1Bar)
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Dimensions & Weights
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Dimensions and Weights
Dimensions - Inches (mm) Weight - Ibs (kg)
Model lo Iy I, a; a, by b, b, bg
10 5 4% 9% 2°/16 3%16 348 2% 2% 28.7
TopS1.5x40
(254) (127) (120) (235) (58) (90) (79) (70) (70) (13)
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Flange Dimensions

Dimensions - Inches (mm)

Dia. (DN) @D @d, @d, Pk nxd,
4% 1°/8 278 3% 2x¢ Y
1"
(121) (41) (73) (89) (2x@14)

Motor Data

Speed Watts FLA FLA FLA
Model hp RPM w 3~208-230V 3~460V 3~575V
TopS1.5x40 5/8 2890-3330 615-870 1.9-3.0 0.9-1.5 0.7-1.2
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