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Wilo NL - Base Mounted End Suction Pumps

NL2x1% x 8
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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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NL2x1%x8

Dimensions - Inches (mm)

Frame a A L L1 L2 L3 L4 L5 X HD H2 H3 Hi Hb B2 B3 B4 n s1 sk
157 313 263 3583 3281 588  21.00 3338 18.00 .50 11.25  7.06 869 1575 238 1488 1313  10.94 4 6.44 .88
(80) (67) (911)  (833)  (149) (533)  (848)  (457) (13) (286)  (179)  (221)  (400) (60) (378)  (334)  (279) (164)  (22.35)
v EERE 263 3588 3281 588  21.00 3338 18.00 .50 1125  7.06 869 1575 238 1488 1313  10.94 4 6.4 .88
(80) (67) (911)  (833)  (149) (533)  (8u48)  (457) (13) (286)  (179)  (221)  (400) (60) (378)  (334)  (279) (164)  (22.35)
Jar 313 263 3838 3281 588  21.00 3338  20.50 .50 13.00  7.06 869 1575 238 1488 1313  10.94 4 6.44 .88
(80) (67) (975)  (833)  (149) (533)  (848)  (521) (13) (330) (179)  (221)  (400) (60) (378)  (334)  (279) (164)  (22.35)
Jsr 313 2.63 3838 3281 588  21.00 33.38 20.50 .50 13.00  7.06 869 1575 238  14.88 1313  10.94 4 6.44 .88
(80) (67) (975)  (833)  (149)  (533)  (848)  (521) (13) (330) (1790  (221)  (400) (60) (378)  (334)  (279) (164)  (22.35)
Jeup 313 3.75  42.00 4525  7.88  29.50 4463  24.19 .50 1563 706 1056 1763 425 1619 1475  13.00 4 7.25 .63
(80) (95)  (1067) (1149) (200)  (749) (1134) (614) (13) (397)  (179)  (268)  (448)  (108)  (411)  (375)  (330) (184) (3)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’I .
DN S #125 @D @d ok b n D2 | =8
2 6 3.63 4.75 .75 4 75
(152) (92) (121) (19) (19)
8|8 +-F

Flange Dimensions - Discharge Side -

Dimensions - Inches (mm)

DN D 125# @D od ok b n D2
1% 4.63 2.50 3.50 .63 4 .63
(118) (64) (89) (16) (16)
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