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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
1437 3.13 2.63 3431 3281 5.88 21.00 3338 1556 .50 6.81 5.50 6.75 12.25 2.38 14.88  13.13  10.94 4 6.44 .88
(80) (67) (871) (833) (149) (533) (848) (395) (13) (173) (140) (171) (311) (60) (378) (334) (279) (164) (22.35)
145T 3.13 2.63 3431 3281 5.88 21.00 33.38  15.56 .50 6.81 5.50 6.75 12.25 2.38 14.88  13.13  10.94 4 6.44 .88
(80) (67) (871) (833) (149) (533) (848) (395) (13) (173) (140) (171) (311) (60) (378) (334) (279) (164)  (22.35)
1827 3.13 2.63 35.88  32.81 5.88 21.00  33.38  16.50 .50 8.44 5.50 6.88 12.38 2.38 1488 1313 10.94 4 6.44 .88
(80) (67) (911) (833) (149) (533) (848) (419) (13) (214) (140) (175) (314) (60) (378) (334) (279) (164)  (22.35)
1847 3.13 2.63 35.88 32.81 5.88 21.00 3338 16.50 .50 8.44 5.50 6.88 12.38 2.38 14.88  13.13  10.94 4 6.44 .88
(80) (67) (911) (833) (149) (533) (848) (419) (13) (214) (140) (175) (314) (60) (378) (334) (279) (164) (22.35)
2137 313 3.13 38.38  33.38 5.88 21.56  33.44  20.50 .50 13.00 5.50 7.63 13.13 2.38 18.38  16.69 1444 " 5.94 .88
(80) (80) (975) (849) (149) (548) (849) (521) (13) (330) (140) (194) (334) (60) (467) (424) (367) (151)  (22.35)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’I .
DN S #125 @D @d ok b n D2 | =8
2 6 3.63 4.75 .75 4 75
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Flange Dimensions - Discharge Side
=

Dimensions - Inches (mm) =g

DN D 125# @D od ok b n D2
1% 4.63 2.50 3.50 .63 4 .63
(118) (64) (89) (16) (16)
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