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Wilo NL - Base Mounted End Suction Pumps

WILO

NL 2%2x2x 10
Project:
Engineer:
Contractor:
Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
NL2%2x2x10 60Hz 3 1750
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Submittal Data Sheet WILO

Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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NL 2%2x 2 x 10

Dimensions - Inches (mm)

Frame a A L L1 L2 L3 L4 LS X HD H2 H3 Ha Hb B2 B3 B4 n s1 St
AT 3.94 3.06 3663 3338 594  21.56 3425 18.06 .5 11.25  7.06 9.44 1831 238 1838  16.69 144y 4 6.75 .88
(100) (78) (930)  (849)  (151)  (548)  (870)  (459) (13) (286)  (179)  (240)  (465) (61) (467)  (424)  (367) (171) (22)
T 3.94 3.06  36.63 3338 594 2156 3425 18.06 5 1125  7.06 9.44 1831 238 1838  16.69 1444 4 6.75 .88
(100) (78) (930)  (849)  (151)  (548)  (870)  (459) (13) (286)  (179)  (240)  (465) (61) (467)  (424)  (367) (171) (22)
T 3.94 3.06 3913 3338 594  21.56 3425  20.50 5 13.00  7.06 9.44 1831 238 1838  16.69 1444 4 6.75 .88
(100) (78) (994)  (849)  (151)  (548)  (870)  (521) (13) (330)  (179)  (240)  (465) (61) (467)  (424)  (367) (171) (22)
SET 3.94 3.06 3913 3338 594 2156 3425 2050 5 13.00  7.06 9.44 1831 238 1838  16.69 1444 4 6.75 .88
(100) (78) (994)  (849)  (151)  (548)  (870)  (521) (13) (330)  (179)  (240)  (465) (61) (467)  (s24)  (367) (171) (22)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’I .
DN'S #125 @D ®d Pk b n D2 H
2% 7.00 4.13 5.50 .88 4 75
(178) (105) (140) (22) (19)
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Flange Dimensions - Discharge Side N

Dimensions - Inches (mm)

DN D 125# @D od Pk b n D2
2 6.00 3.63 4.75 .75 4 .75
(152) (92) (121) (19) (19)
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