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Wilo NL - Base Mounted End Suction Pumps

NL4x3x6
Project:
Engineer:
Contractor:
Submitted By: Date:
Approved By: Date:
Tag # Model # Flow Head HP Enclosure Frame Cycle Phase Voltage RPM
(USGPM) (Feet) TEFC/ODP
NL4x3x6 60Hz 3 1750
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40963 T N7.5 hp 112 Mechanical Seal 18°F to 250°F (-8°C to 120°C)
@5.9 \ / / \Hg \ N Stuffing Box Packing 32°F to 220°F (0°C to 105°C)
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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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NL4x3x6

Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
1457 4.94 3.06 35.13 33.38 5.88 2156 3519 1438 .5 6.81 8.88 9.44 18.31 2.38 18.38 16.63 1444 4 7.75 .88
(125) (78) (893) (848) (149) (548) (984) (365) (13) (173) (225) (238) (465) (60) (467) (422) (367) (197) (22)
1827 4.94 3.06 36.13  33.38 5.88 21.56 3519  16.50 .5 8.44 8.88 9.44 18.31 2.38 18.38  16.63  1l4.44 4 7.75 .88
(125) (78) (918) (848) (149) (548) (984) (419) (13) (214) (225) (238) (465) (60) (467) (422) (367) (197) (22)
1847 4.94 3.06 36.13  33.38 5.88 21.56 3519  18.94 5 8.44 8.88 9.44 18.31 2.38 18.38  16.63 1444 4 7.75 .88
(125) (78) (918) (848) (149) (548) (984) (481) (13) (214) (225) (238) (465) (60) (467) (422) (367) (197) (22)
2137 4.94 3.06 38.56  33.38 5.88 21.56 3519  18.94 5 10.00 8.88 9.44 18.31 2.38 18.38  16.63  14.44 4 7.75 .88
(125) (78) (980) (848) (149) (548) (984) (481) (13) (254) (225) (238) (465) (60) (467) (422) (367) (197) (22)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L" .
DN S #125 @D @d ok b n D2 | =8
4 9.00 6.19 7.50 .94 8 75
(229) (157) (191) (24) (19)
8|8 +-F

Flange Dimensions - Discharge Side <

Dimensions - Inches (mm)

DN D 125# @D @d Pk b n D2
3 7.50 5.50 6.00 .94 4 .75
(191) (140) (152) (24) (19)
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