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Wilo NL - Base Mounted End Suction Pumps
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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
1827 4.94 3.75 40.44 4525 7.88 29.50  46.44  16.50 5 8.44 11.00 11.88  22.88 4.00 16.19 1475  13.00 4 9.00 .63
(125) (95) (1027) (1149)  (200) (749)  (1180)  (419) (13) (214) (279) (302) (581) (102) (411) (375) (330) (229) (16)
1847 4.94 3.75 40.44 4525 7.88 29.50  46.44  16.50 .5 8.44 11.00 11.88 22.88 4.00 16.19 1475 13.00 4 9.00 .63
(125) (95) (1027)  (1149)  (200) (749)  (1180)  (419) (13) (214) (279) (302) (581) (102) (411) (375) (330) (229) (16)
2137 4.94 3.75 42.88  45.25 7.88 29.50  46.44  18.94 .5 10.00 11.00 11.88  22.88 4.00 16.19 1475 13.00 4 9.00 .63
(125) (95) (1089) (1149)  (200) (749)  (1180)  (481) (13) (254) (279) (302) (581) (102) (411) (375) (330) (229) (16)
215T 4.94 3.75 42.88  45.25 7.88 29.50  46.44  18.94 5 10.00 11.00 11.88 2288 4.00 16.19 1475 13.00 4 9.00 .63
(125) (95) (1089) (1149)  (200) (749)  (1180)  (481) (13) (254) (279) (302) (581) (102) (411) (375) (330) (229) (16)

4.94 3.75 47.13 45.25 7.88 29.50  46.44 23.19 12.00 11.00 11.88 22.88 4.00 16.19 14.75 13.00 9.00 63

5
4T (175 (95)  (1197) (1149) (2000 (749) (1180) (s88)  (13)  (305) (279) (302) (581) (102) (411) (375)  (330)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’| -
DN S #125 @D @d Pk b n D2 =
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Flange Dimensions - Discharge Side N
Dimensions - Inches (mm)
DN D 125# @D @d Pk b n D2
4 9.00 6.19 7.50 .94 8 75
(229) (157) (191) (24) (19)
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