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Wilo NL - Base Mounted End Suction Pumps
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Wilo NL - Base Mounted End Suction Pumps

Dimensions & Weights
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NL3x2% x5

Dimensions - Inches (mm)

Frame a A L L1 L2 LES L4 L5 X HD H2 H3 H4 Hb B2 B3 B4 n S1 Sk
1827 3.94 3.13 36.69 3238 5.94 2156  34.25 18.06 .5 11.25 7.06 8.69 15.75 2.38 18.38 16.69 1444 4 6.75 .88
(100) (80) (932) (922) (151) (548) (870) (489) (13) (286) (179) (221) (400) (60) (467) (424) (367) (171) (22)
213T 3.94 313 39.13 32.38 5.94 21.56  34.25  20.50 .5 13.00 7.06 8.69 15.75 2.38 18.38  16.69  1l4.44 4 6.75 .88
(100) (80) (994) (922) (151) (548) (870) (521) (13) (330) (179) (221) (400) (60) (467) (424) (367) (171) (22)
215T 3.94 3.13 39.13 3238 5.94 21.56  34.25  20.50 5 13.00 7.06 8.69 15.75 2.38 18.38  16.69  1l4.44 4 6.75 .88
(100) (80) (994) (922) (151) (548) (870) (521) (13) (330) (179) (221) (400) (60) (467) (424) (367) (171) (22)
254T 3.94 3.75 42.81  45.25 7.88 29.50  45.44 2419 5 15.63 7.06 10.56 17.63 4.25 16.19 1475 13.00 4 8.06 .63

(100) (95) (1087) (1149)  (200) (749)  (1154)  (614) (i3) (397) (179) (268) (448) (108) (411) (375) (330)

Flange Dimensions - Suction Side
Dimensions - Inches (mm) L’| -
DN S #125 @D @d ok b n D2 A
3 7.50 5.50 6.00 94 4 .75
(191) (140) (152) (24) (19)
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Flange Dimensions - Discharge Side N

Dimensions - Inches (mm)

DN D 125# @D od ok b n D2
2% 7.00 4.13 5.50 .88 4 .75
(178) (105) (140) (22) (19)
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