Submittal Data Sheet

High-Efficiency Multistage Pumps
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Helix EXCEL 20-14
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Tag # Model # Flow Head Volute Control Mode HP Phase Voltage
Helix Excel
20-14 304 SS 43 3 460
0 ? 4 ? § Q/m*/h Technical Data
Hfit . Wilo-Helix EXCEL 20-14 | H/m - —
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0 0 Materials of Construction
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QMUsgp Pump Volute AISI 304L* AlSI 316L
0 2 4 6 8 Q/m*/h Mechanical Seal EPDM FKM
Pz /hp f 1 1 Jn=100% Pz /kw echanical Sea
4 3 Impellers AISI 304L AlSI 316L
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0 ? L,* (,3 § Q/m3/h Sleeve under the AlSI 316L AlSI 316L
Hffe [ T Wilo-Helix EXCEL 20-14 | H/m mechanicl sea
500 p-c 60 Hz - North America 160 *304 pump volutes are NSF 61 certified
400 120 2
/77«9* IR Module Selection
300 L 80 Select Module
200 O BACnet /Dual Pump
O LONworks /Dual Pump
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Helix EXCEL 20-14 Dimensions & Weights

4 x @ 9/16"
(4x@®13,5)
T
S ELS
(6 x@19)
INLET OUTLET "
— — 11/4" ANSI
*lo (DN 32)
i 3N
_’J 97/8" T 181/4"
(250) ' (462) '
161/8"
(410)
Dimensions and Weights
Dimensions - Inches (mm) IVI;ISEI(?(zg
Model H H2 oM X
47/ 31006 815 9 125.7
Helix EXCEL 20-14
(1129) (801) (206) (248) (57)
EC Motor Data (single Motor Operation)
P, Rated Phase Voltage FLA Efficiency
Model hp [~] vl [A] n,100%
Helix EXCEL 20-14 4.3 3 460 6.0 93.0
(£10%)
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